
Example:   HPT352-F-120-T5EL-4L-4X-2C-LC-BLS-AM

BLS requires 2 Circuits (2C) plus either LC or LC1 switching options.

night light

Finishes

Phone: (814) 474-4974   -   Fax: (814) 474-4975   -   Web site: http://www.healthcare-lighting.com Phone: (814) 474-4974   -   Fax: (814) 474-4975   -   Web site: http://www.healthcare-lighting.com

FW

AM

Flat white

Antimicrobial
off white

HPT352 120

277

               
Series VoltageMounting Switching

G

F

S

LC

LC1

BLS

SX

Class 2 UL

Voltage
Controller,
 (LVC)

LVC with

and 1-gang 
J-box cover 
plate

Bi-level
Ambient light

No switch

T-grid

Flange

Surface

 

Construction:	 20GA steel housing and 24GA reflector.  Exam and Ambient Light Compartments are covered 

Lens/Overlay:

	

Switching:

	
	

• LC or LC1(utilizing Healthcare Lighting’s exclusive Class 2 UL® rated Low Voltage Controller (LVC).	
• 

		

	
	

•

 

SX (no switch).

	

	

2x2 (2 or 4) 14w T5 or (2) 24w T5HO lamps.

 	
	
	

See below for lamp configuration options. (All lamps provided by others).

	 	
	

Standard Finish:

	

Polyester powder coatedflat white.

 

Optional Finish:

	

Antimicrobial off white.	

ORDERING INFORMATION		

Specifications

2L

3L

(2) lamps
	

(3) lamps

	
	

      

	
	

(Specifications subject to change, consult web site for any revisions)

FEATURES

		

FH

SB

NLF

GLR fuse 

Slo-blo fuse

9 watt PL

See web site for photometry files

 

	

NLF is not available with 3L ambient lamping. 	

Ordering Notes:
(1)
(2)

(3)

	

	

Circuits

1C

2C

1 Circuit
 

(standard)

2 Circuit
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Perforated Metal Basket is standard.

Bi-level Ambient light control (BLS) is available with 3L and 4L lamp options.

Exam Lamps:

Ambient Lamps: 2x2
2x4

 (2, 3 or 4) 14w T5 or (2) 24w T5HO lamps.
 (2, 3 or 4) 28w T5 or (2) 54w T5HO lamps.

 (2 or 4) 28w T5 or (2) 54w T5HO lamps.

2X

4X

(1) lamp per compartment

(2) lamps per compartment

     
Lamping

Options &

rated Low

pillow switch

control

assembly

Ambient
Exam Lamping

BLS available with 3L and 4L only.

(3)

Dimensional Data
Cross Section

Trilume - T5/T5HO Exam

( )

Lamps:     T5 or T5HO

' '

D i r e c t  &  I n d i r e c t  A m b i e n t
w i t h  A s y m m e t r i c  E x a m

C o m p a r t m e n t s

Nominal 2 x   2 and 2 x   4

by full length sanitary lens and door with gasket for dust-tight enclosure.

MADE IN THE USA
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(1)(2)

HPT354

' '

Patient Control (Ambient Section)

Staff Control (Exam Compartments)
Switching provided by others.�t

(2x2)

(2x4)

4L (4) 4 lamps

(T5, T5HO) (T5, T5HO)

(T5 only)(T5 only)

(T5 only)

Ballast

T5EL

T5HO


